
Dragon Fire X2 Specifications: 

1. Outer Shell:

1. Full and complete natural leather outer shell

2. Fire, heat, and abrasion resistant premium top grain cow leather

3. Goat leather palm overlay

4. Goat leather side of ring and third finger

2. Barrier:

1. Thermal urethane barrier specifically designed for the fire service. 
Independently certified to NFPA 1971-2018 by UL

2. Barrier design to be independent of the thermal liner

3. Robotically welded seams (not glued or silicone)

4. Produced in multiple sizes to accommodate various glove sizes

5. Shall exhibit memory free performance

3. Thermal Liner:

1. KOVENEX™P - Independently certified to NFPA 1971-2018 by UL

2. Thermal liner remains intact (no pull out)

3. Inherently heat and flame resistant

4. Thread:

1. High burst strength Para Aramid

5. Hanger Loop:

1. Natural bovine hide loop stitched to the cuff inside seam centered on the back 
of the glove.

6. Wristlet:

1. Knit wristlet available in seven stocking sizes

7. Label:

1. Permanently attached to inside of each glove certifying the glove meets or 
exceeds the requirements of the latest NFPA standard

2. Current standard is NFPA 1971 standard on protective ensemble for structural 
fire fighting (2018 Edition)

3. Label reflects lot number and size 



8. Sizes:

1. Standard: XXS, XS, S, M, L, XL, 2XL, 3XL, 4XL

2. Cadet: XXS, XS, S, M, L, XL, 2XL, 3XL

3. Wristlet (standard sizes only): XS, S, M, L, XL, 2XL, 3XL

9. Miscellaneous:

1. Glove is constructed, tested and labelled in accordance with the NFPA 
Standard on Protective Ensemble for Structural Fire Fighting (NFPA 
1971-2018 Edition)

2. Glove is certified by Underwriters Laboratories (UL)

3. Glove has high visibility reflective knuckle trim

4. Glove is supplied with premium glove strap installed (1 per pair)

5. Glove is packaged in high performance reusable nylon bag

6. Glove is available in seventeen stocking sizes


